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Zehnder Alumline
Technical brochure for heating and cooling ceiling modules 



SPECIAL FEATURES OF 
ZEHNDER ALUMLINE

Zehnder Alumline: for optimal 
comfort and energy saving 
whatever the season

With the reduction of CO2 emissions and tightening of 
thermal regulations, the construction industry plays an 
important role in the fight against global warming. Of course, 
these changes affect thermal insulation and building design, 
but also heating and cooling systems. This is why the 
position of the heat exchanger and the operating 
temperatures, for example, play a critical role in reducing 
energy consumption.

Due to a short response time to 
temperature changes, energy efficiency 
and architectural freedom, Zehnder 
Alumline enables functional solutions for 
heating and cooling.

MOUNTING AND 
INSTALLATION

The installation stage is made easier, 
due to a flexible system and professional 
support from Zehnder.
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■  Technical specification
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SPECIAL FEATURES OF ZEHNDER ALUMLINE

■  Energy saving thanks to a short system response time to temperature 
changes

■  Operating temperatures perfectly suitable for low temperature system
■   Can be installed in the suspended ceiling or as a freely suspended 

installation
■  Simple installation: lightweight, delivered ready to install, simple hydraulic 

connection
■ Integrated sound insulation (optional)
■   The high-quality paint on the surface of the radiant ceiling panels 

guarantees the system's long service life
■  Efficient thermal transfer leads to high energy savings
■  Lightweight and long service life due to the aluminium profiles

+ ADVANTAGE

Areas of application
■ Offices and meeting rooms
■ Schools
■ Nurseries
■ Hospitals

Aluminium heat-
conducting profile

Copper pipe

Galvanised sheet steel

Insulation

Special features of Zehnder Alumline
Due to a short response time to temperature changes, energy efficiency 
and architectural freedom, Zehnder Alumline enables functional solutions for 
heating and cooling.
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SPECIAL FEATURES OF ZEHNDER ALUMLINE

The radiant panel system is activated by aluminium heat-conducting profiles 
and a D-shape meandering copper pipe. 

The special D-shape of the copper pipe increases the surface area for thermal transfer to 
the aluminium heat-conducting profile and to the sheet steel. Moreover, the D-pipe ensures 
a turbulent flow even with a low mass flow, which enables optimal thermal transfer.

Round tube D-pipe

Maximum value: 53.2 °C
Average value: 47.5 °C

Maximum value: 55.8 °C
Average value: 49.5 °C

The thermograph shows that the D-pipe produces a more even and more pronounced 
thermal transfer than a conventional 12 mm round tube. This is achieved thanks to 
better encapsulation of the pipe in the aluminium profile and on account of the large 
contact area of the pipe on the heating and cooling module. With the combination of 
the D-pipes and the aluminium profiles, a performance increase of 5% is possible 
depending on heat flow and application.

Together with Zehnder's expertise in the development and production of radiant 
ceiling panels for heating and cooling, these special properties enable very powerful 
systems that can easily be integrated into all spatial configurations. 

Heat flow characteristics 
of conventional round tube

D-pipe heat flow 
characteristics
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SPECIAL FEATURES OF ZEHNDER ALUMLINE

Connecting clips for sail surfaces

Sound-absorbing version, perforated plate

The Zehnder Alumline radiant ceiling panels can be perforated to 
provide optimised sound absorption. Sound waves pass through the 
perforations and are absorbed by the specially developed sound 
insulation. With sails, the sound waves are also absorbed by means of 
reverberation on the top of the product. This significantly reduces noise 
and the associated vibrations, especially in open-plan offices, call 
centres, schools, etc.

Hole diameter 1.5 mm

Open cross section 22%

Variants
Ceiling sail  
perforation 

1.5 mm
Open 

cross section 
22%

with mineral wool in 
LDPE foil

Ceiling sail  
perforation 

1.5 mm
Open 

cross section 
22%

with mineral wool in 
LDPE foil

Smooth ceiling sail

with mineral wool in 
LDPE foil

Smooth 
ceiling sail

with mineral wool in 
LDPE foil

Closed ceiling  
perforation 1.5 mm  
Open cross section 

22%

with mineral wool in 
LDPE foil

Closed ceiling 
perforation 1.5 mm  
Open cross section 

22%

with mineral wool in 
LDPE foil

Activation 6 parallel pipes None 6 parallel pipes None 6 parallel pipes None 

Sound absorption 
coe#cient αw  
(EN 11654)

1 1 0.45 0.4 0.55 1

Cross clip

Longitudinal clip

Transverse clip

The ideal system for 
every project

The surface of the Zehnder Alumline radiant ceiling 
panels has a high-quality powder coating and can 
be delivered in a smooth or perforated design. 
The modules are available in the standard white 
colour (RAL 9016); further RAL colours available 
on request.

Lochdurchmesser: .....................1,5 mm
Freier Querschnitt: ...........................22 %
max. Perforierbreite: ................1250 mm
max. Platinenbreite: ................1400 mm

Hole diameter: ...........................1.5  mm
Open area: ......................................22  %
max. width of perforation: ......1250  mm
max. plate width: ....................1400  mm

Diam. du trou:............................. 1,5  mm
Vide:  ................................................. 22  %
Larg. maxi de perf.: ................. 1250  mm
Larg. maxi de plaque: ............ 1400  mm
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(Other perforation types on request)
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1800

Connecting clips for sail surfaces

The modules can be connected along the 
length and width and around the corners with 
the help of clips.

Anti-flec technology for lay-in modules

Screws

Rivets

Not only for using Zehnder Alumline lay-in modules in high temperatures!

The Zehnder Alumline lay-in modules for grid 
ceilings are produced from a length of 1,500 mm 
with anti-flec technology. This ensures an even 
contact surface on the ceiling grid, even when 
heating.

After laying the modules in the grid, the anti-flec 
profiles are loosened in the ceiling grid by opening 
the screw pairs.
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MOUNTING AND INSTALLATION

Dimension Description Closed ceiling Ceiling sails

Module 600 Dimension in mm Dimension in mm

A Overall width 595 600

B Overall length 592 - 2,992 600 - 3,000

C Total height 40 40

D Height of the supporting edge 14 -

E Width of the supporting edge 10 -

Flexible installation options

Module dimensions for 
Zehnder Alumline

Version for closed 
ceilings

Version for ceiling 
sails
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MOUNTING AND INSTALLATION

Modules for closed ceilings

The Zehnder Alumline radiant ceiling 
panels are perfect for integration into all 
types of lay-in ceilings, especially into 
traditional grid ceilings (600 x 600 mm or 
600 x 1,200 mm), which are often used in 
schools, hospitals, nurseries, retirement 
homes and offices. The sections come in 
five standard sizes.
Special dimensions available on request.

Modules for ceiling sails

The Zehnder Alumline radiant ceiling panels 
can also be installed freely suspended. 
In this case, the edges are straight for 
aesthetic reasons. The individual sail 
modules can be installed very quickly and 
easily next to or behind each other. 
They also provide significant sound 
absorption. With their discrete design, 
they can be delivered on request in the 
RAL colour of your choice and integrated 
into any architectural style.
This version is available in five standard 
sizes. Special dimensions available 
on request.
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566

2,992

1,000
1,000

595

566

595

566

595

566

595

566

595

2,392

1,200

900

1,792

600

1,192

592

490

Suspension system for lay-in 
module and sail

MOUNTING AND INSTALLATION

Number of hanging points  
For nominal overall width 600 mm

Nominal overall length Quantity

600 mm 4

1,200 mm 4

1,800 mm 4

2,400 mm 4

3,000 mm 6

The substructure of the grid ceiling bears the weight of the 
modules. Cables can be used to secure the modules.

 Standard lay-in modules 
Cross anchor
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Number of suspension points 
Nominal overall width 600 mm

Nominal overall length Quantity

600 mm 4

1,200 mm 4

1,800 mm 4

2,400 mm 4

3,000 mm 6

The suspension system must be at a right angle to the module on 
all planes.

 Standard sail 
Long hole with fine adjustment

Cross anchor

The multi-clip is pushed into the 
lateral edge of the module. 
The suspension points can 
therefore be varied. 
*See the areas specified at the 
bottom of the drawings. Multi-clip with carabiner Multi-clip with wire cable and fine 

adjustment

Suspension system using multi-clips (sails)

Fine adjustments enable the 
module to be aligned exactly, 
which makes installation easier. 
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MOUNTING AND INSTALLATION

Zehnder Alumline large sails are 
available in widths up to 1,250 mm 
and lengths up to 3,600 mm. The 
modules are fixed to threaded bars 
or wire cable suspensions with 
suspension axes.

Zehnder holding brackets also make 
it possible to individually hinge down 
large sails connected in series. 
The suspensions are adapted for 
the specific project on site. Holding 
brackets can be combined with 
standard ceiling accessories 
currently on the market.

Special solutions
The Zehnder Alumline ceiling modules are extremely adaptable: in addition 
to the wide standard range, there are also a number of special solutions 
available. Therefore, whatever the room and whatever the project, we have 
exactly what you need.

LARGE SAILS THAT CAN BE HINGED DOWN

LARGE SAILS
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MOUNTING AND INSTALLATION

We supply individual customer 
solutions – cut-outs, special 
perforations and special shapes. 
We will find a project-specific 
solution by working together with 
you and will gladly advise you.
The figure shows cut-outs for lights.

SPECIAL SOLUTIONS TAILORED TO CUSTOMER REQUIREMENTS

Zehnder offers various special 
solutions for large sails that can be 
hinged down.

LARGE SAILS THAT CAN BE HINGED DOWN - AS A SYSTEM

Zehnder hook suspensions make it 
possible to take down sails 
individually. During installation they 
are characterised by easy handling 
for suspension and ability to align 
the modules next to each other.

SAILS WITH HOOK SUSPENSION
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Connection technology  
The Zehnder Alumline radiant ceiling panels can be installed as strips up 
to a maximum of 9 metres in length. In this case, the front-facing radiant 
ceiling panels have 2 serpentine circuits with hydraulic couplings on 
both sides of the panels, which enable a series connection.

MOUNTING AND INSTALLATION

Two modules next to each other with 
same-end connection.

Hydraulic connection

Module connection

Hydraulic connection
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MOUNTING AND INSTALLATION

Special solution

Cut-outs can be made in the 
Zehnder radiant ceiling panels in 
order to integrate external wall 
grilles, projectors, fire alarms, 
lights and other equipment.

Zehnder makes the required cut-
outs in the radiant ceiling panels 
following your instructions.

Two modules behind each other with 
centre connection.

Three modules behind each other 
with same-end connection.

Hydraulic connection

Module connection

Module connection
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TECHNICAL SPECIFICATION

Minimum mass flow
To maintain the outputs shown in the tables on pages 18 to 20, a turbulent 
flow must be ensured within the pipes in the radiant panel system. This minimum 
mass flow depends on the lowest system temperature. When heating, this 
corresponds to the return temperature. When cooling or in a combined cooling/
heating mode, this corresponds to the cold water flow temperature. If the 
minimum mass flow per pipe is not achieved, this can result in a drop in 
performance of around 15%.
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 600 x 3,000
 600 x 2,400
 600 x 1,800
 600 x 1,200
 600 x 600

Pressure loss calculation
The pressure loss, depending on the module size and mass flow, is 
shown in the diagram. The maximum permitted flow speed is 0.5 m/s.

Pressure loss graph 
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Mass flow and flow rate

1

2

3

4

5

6

7

8

9

20 40 60 80 100 120 140 160 180
0,064 0,128 0,193 0,257 0,322 0,386 0,451 0,515 0,569

Series connections available on request.
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TECHNICAL SPECIFICATION

Heating and cooling performance
The following tables show the heating and cooling performance of Zehnder 
Alumline. The given heating and cooling performance values are based on 
EN 14037-2 (heating) and EN 14240 (cooling).

Thermal outputs

Sail module / ceiling sail with insulation Sail module / ceiling sail without insulation

Dimensions 600 x 600 600 x 1,200 600 x 1,800 600 x 2,400 600 x 3,000 600 x 600 600 x 1,200 600 x 1,800 600 x 2,400 600 x 3,000

K 1.612 3.224 4.8361 6.4481 8.0601 2.2772 4.5544 6.8316 9.1088 11.386

n 1.202 1.208

∆ t (K) W W W W W W W W W W

70 266 532 799 1065 1331 386 771 1157 1543 1929

68 257 514 771 1028 1285 372 745 1117 1490 1862

66 248 496 744 992 1240 359 719 1078 1437 1796

64 239 478 717 956 1195 346 692 1038 1385 1731

62 230 460 690 920 1150 333 666 999 1333 1666

60 221 442 663 885 1106 320 640 961 1281 1601

58 212 425 637 849 1062 307 615 922 1229 1537

56 204 407 611 814 1018 295 589 884 1178 1473

55 199 398 598 797 996 288 576 865 1153 1441

54 195 390 585 779 974 282 564 846 1128 1410

52 186 372 559 745 931 269 539 808 1077 1347

50 178 355 533 711 888 257 514 771 1028 1284

48 169 338 507 677 846 245 489 734 978 1223

46 161 321 482 643 803 232 465 697 929 1161

44 152 305 457 609 762 220 440 660 881 1101

42 144 288 432 576 720 208 416 624 832 1041

40 136 272 408 543 679 196 392 589 785 981

38 128 255 383 511 639 184 369 553 738 922

36 120 239 359 479 598 173 345 518 691 864

34 112 223 335 447 559 161 322 484 645 806

32 104 208 312 416 519 150 300 450 599 749

30 96 192 288 385 481 139 277 416 554 693

28 88 177 265 354 442 128 255 383 510 638

26 81 162 243 324 405 117 233 350 466 583

24 74 147 221 294 368 106 212 318 423 529

22 66 132 199 265 331 95 191 286 381 476

20 59 118 177 236 295 85 170 255 340 425

18 52 104 156 208 260 75 150 224 299 374

16 45 90 135 181 226 65 130 195 259 324

14 38 77 115 154 192 55 110 166 221 276

12 32 64 96 128 160 46 92 137 183 229

10 26 51 77 103 128 37 74 110 147 184
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Note: Removing the insulation has a positive effect on the cooling capacity (see table). However, this 
increase can only be calculated with an open ceiling.
Removing the insulation increases the thermal output; however, this can lead to heat accumulation 
under higher ceilings.
Caution: Zehnder has developed a special construction for smooth and perforated versions for 
system temperatures between 50 °C and 83 °C!

Cooling capacities

Sail module / ceiling sail with insulation Sail module / ceiling sail without insulation

Dimensions 600 x 600 600 x 1,200 600 x 1,800 600 x 2,400 600 x 3,000 600 x 600 600 x 1,200 600 x 1,800 600 x 2,400 600 x 3,000

K 3.0371 6.4625 9.8878 13.313 16.738 3.0771 6.5476 10.018 13.488 16.959

n 1.043 1.061

∆ t (K) W W W W W W W W W W

15 51 109 167 224 282 54 116 177 239 300

14 48 101 155 209 262 51 108 165 222 279

13 44 94 144 193 243 47 100 152 205 258

12 41 86 132 178 224 43 91 140 188 237

11 37 79 121 162 204 39 83 128 172 216

10 34 71 109 147 185 35 75 115 155 195

9 30 64 98 132 166 32 67 103 139 175

8 27 57 87 116 146 28 59 91 123 154

7 23 49 75 101 127 24 52 79 106 134

6 20 42 64 86 108 21 44 67 90 114

5 16 35 53 71 90 17 36 55 74 94

4 13 27 42 57 71 13 29 44 59 74

3 10 20 31 42 53 10 21 32 43 54

2 6 13 20 27 34 6 14 21 28 35

1 3 6 10 13 17 3 7 10 13 17
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TECHNICAL SPECIFICATION

Heating and cooling performance
The following tables show the heating and cooling performance of Zehnder 
Alumline. The given heating and cooling performance values are based on 
EN 14037-5 (heating) and EN 14240 (cooling).

Thermal outputs

Lay-in module with insulation Lay-in module without insulation

Dimensions 595 x 592 595 x 1.192 595 x 1,792 595 x 2,392 595 x 2,992 695 x 592 595 x 1,192 595 x 1,792 595 x 2,392 595 x 2,992

K 1.6775 3.5694 5.4614 7.3533 9.2452 1.7011 3.6197 5.5383 7.4568 9.3754

n 1.0959 1.0979

∆ t (K) W W W W W W W W W W

70 176 376 575 774 973 180 384 588 791 995

68 171 364 557 749 942 175 372 569 766 964

66 165 352 539 725 912 169 360 551 742 933

64 160 340 521 701 882 164 348 533 717 902

62 155 329 503 677 852 158 336 514 693 871

60 149 317 485 653 821 152 324 496 668 840

58 144 306 468 630 792 147 312 478 644 809

56 138 294 450 606 762 141 301 460 619 779

55 136 288 441 594 747 139 295 451 607 763

54 133 283 432 582 732 136 289 442 595 748

52 127 271 415 559 702 130 277 424 571 718

50 122 260 397 535 673 125 265 406 547 688

48 117 248 380 512 643 119 254 388 523 657

46 111 237 363 488 614 114 242 371 499 627

44 106 226 345 465 585 108 231 353 475 597

42 101 215 328 442 556 103 219 335 452 568

40 96 203 311 419 527 98 208 318 428 538

38 90 192 294 396 498 92 196 300 405 509

36 85 181 277 373 469 87 185 283 381 479

34 80 170 260 351 441 82 174 266 358 450

32 75 159 244 328 412 76 163 249 335 421

30 70 148 227 306 384 71 151 232 312 392

28 65 138 210 283 356 66 140 215 289 364

26 60 127 194 261 329 61 129 198 267 335

24 55 116 178 239 301 56 119 181 244 307

22 50 106 162 218 274 51 108 165 222 279

20 45 95 146 196 246 46 97 149 200 251

18 40 85 130 175 220 41 86 132 178 224

16 35 75 114 153 193 36 76 116 157 197

14 30 64 98 133 167 31 66 100 135 170

12 26 54 83 112 141 26 55 85 114 143

10 21 45 68 92 115 21 45 69 93 117
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Note: Removing the insulation has a positive effect on the cooling capacity (see table). However, this 
increase can only be calculated with an open ceiling.
Removing the insulation increases the thermal output; however, this can lead to heat accumulation 
under higher ceilings.
Caution: Zehnder has developed a special construction for smooth and perforated versions for 
system temperatures between 50 °C and 83 °C!

Cooling capacities

Lay-in module with insulation Lay-in module without insulation

Dimensions 595 x 592 595 x 1,192 595 x 1,792 595 x 2,392 595 x 2,992 695 x 592 595 x 1,192 595 x 1,792 595 x 2,392 595 x 2,992

K 2.4513 5.2159 7.9805 10.745 13.51 2.4912 5.3007 8.1103 10.92 13.729

n 1.0911 1.0911

∆ t (K) W W W W W W W W W W

15 47 100 153 206 259 48 102 156 210 264

14 44 93 142 191 241 44 94 144 194 244

13 40 86 131 176 222 41 87 133 179 225

12 37 78 120 162 203 37 80 122 164 207

11 34 71 109 147 185 34 73 111 149 188

10 30 64 98 133 167 31 65 100 135 169

9 27 57 88 118 149 27 58 89 120 151

8 24 50 77 104 131 24 51 78 106 133

7 20 44 67 90 113 21 44 68 91 115

6 17 37 56 76 95 18 37 57 77 97

5 14 30 46 62 78 14 31 47 63 79

4 11 24 36 49 61 11 24 37 50 62

3 8 17 26 36 45 8 18 27 36 46

2 5 11 17 23 29 5 11 17 23 29

1 2 5 8 11 14 2 5 8 11 14
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TECHNICAL SPECIFICATION

Technical specifications

Sail module for the ceiling sail Lay-in module

Dimensions
Unit of 
measurement

Width type2) - 600 600

Length type2) - 600 1,200 1,800 2,400 3,000 600 1,200 1,800 2,400 3,000

Actual width2) mm 600 595 / 620

Actual length2) mm 600 1,200 1,800 2,400 3,000 592 1,192 1,792 2,392 2,992

Number of suspension points per module Piece 4 4 4 4 6 4 4 4 4 6

No. of parallel pipes Piece 6 6

Tube spacing mm 90 90

Pipe material / dimension (outside ø) - / mm D copper pipe / 12 D copper pipe / 12

Panel material - Galvanised steel Galvanised steel

Parameters

Max. operating temperature – standard version °C 50 50

Max. operating temperature – special version °C 83 83

Max. operating pressure1) bar 6 6

Weight

Operating weight with water, without insulation kg 3.5 7.0 10.5 14.1 17.6 3.5 7.0 10.5 14.1 17.6

Operating weight with water, with insulation 3) kg 3.75 7.55 11.38 15.23 19.10 3.75 7.55 11.38 15.23 19.10

1) Higher operating pressure available on request. 
2) Intermediate lengths available on request. 
3)   Insulation made of mineral wool in LDPE foil, mass per unit area = 0.84 kg/m2, λ = 0.03 - 0.04 W/(m.K)
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NOTES
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Ceiling sail – free-hanging modules 

Alumline sail version … x … mm, active (standard modules: 
600 x 600 mm; 600 x 1,200 mm; 600 x 1,800 mm; 
600 x 2,400 mm; 600 x 3,000 mm)
Alumline sail version … x … mm, active (bespoke version)

Metal ceiling panels according to the TAIM e.V. quality 
standard, version: November 1998, material: galvanised 
sheet steel, minimum thickness 0.6 mm, lip on longitudinal 
side in line with static requirements.
Surface similar to RAL … (9016),  
smooth surface similar to RAL … (9016),  
perforated, hole pattern … RD - L30 (1.5 mm - 22% - 45°), 
surrounding non-perforated edge, approx. 10 mm wide.

A special heat-conducting acoustic fleece has been force-
fitted to the back of the perforated version, without pleats, 
to improve sound absorption. The supplier must present 
test results to prove that sound absorption is achieved in 
conjunction with the metal ceiling panels on offer. 
Sound absorption measured according to EN ISO 345.

Fixing:
Fixing to the bare ceiling via metal anchors approved by the 
building authorities, with a maximum load of at least 0.5 kN 
per anchor. Suspension via galvanised nonius suspending 
brackets and transverse profiles, can be folded down. 
Suspension height from bottom edge of reinforced concrete 
ceiling to bottom edge of metal cassette approx. 300 mm. 
All parts made of galvanised sheet steel.

Insulation:
Heat and sound-absorbing insulating layer based on mineral 
wool, coated with black fleece on one side and shrink-
wrapped in LDPE foil.

Cooling register:
Factory-integrated copper pipe register (12 mm) with large-area 
aluminium heat-conducting profiles in the shape of the module 
with flow and return connections. Only D-pipes (12 mm) made 
of copper may be used for air-conditioning and refrigeration 
technology according to EN 12735-2. The copper pipe registers 
are glued into the linear panels at the factory using a special 
adhesive, thus ensuring optimum thermal transfer and, as such, 
optimum heating and cooling performance. The size of the 
meandering copper pipe is tailored to the ceiling module.
The centre distance and the number of heat-conducting profiles 
and copper pipes must be selected so that the given technical 
specification can be achieved.
The cooling ceilings must be hydraulically connected so there 
is a maximum pressure loss of 25 kPa per control circuit.

Heating technical specification:
For example:
Room temperature:  20 °C
Hot water flow:  40 °C
Hot water return:  36 °C
Thermal output:    Approx. 125 W/m²  

based on EN 14037-2

Cooling technical specification:
For example:
Room temperature:  26 °C
Cooling water flow:  16 °C
Cooling water return:  19 °C
Cooling capacity:  Approx. 85 W/m²  

based on EN 14240

Sails consisting of module sizes: … pieces … x … mm
Material: galvanised sheet steel, similar to RAL … (9016), 
perforated or smooth, including insulation

Maximum operating temperature:  83 °C
Maximum operating pressure:  6 bar

TECHNICAL SPECIFICATION

Tender specification
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Hose connection 12 x 12 mm
Flexible connector, with oxygen barrier, with stainless steel 
braid, brass plug-in connectors pressed on both sides. 
Plastic plug-in connectors are not permitted. Plug-in 
connector on both sides for copper pipe (12 mm).
The copper pipes used on site to connect the flexible 
connection pipes must meet the requirements of EN 1057.
Only copper pipes in the conditions R220 (soft) and R250 
(half hard) are permitted.

- Tight against diffusion according to DIN 4726
Maximum operating temperature:  80 °C
Maximum operating pressure:  6 bar

Length:  … mm (1,000 mm, 1,500 mm, …)

Fixing:
Suspension system with auto-blocking zinc housing for 
concrete ceiling, wire cable 1.2 mm with cross brace 
(distance below concrete ceiling 1 m)
Anchorage in concrete: hexagon nut, drive-in anchor, 
eyelet screw, galvanised steel.

Fine adjustment consisting of:
M6 threaded bolt with 2.5 mm drill hole along the entire 
length and cross brace with M6 female thread 25 mm

Special fixing support, can be hinged down
Special fixing support for hinging down the ceiling panels, 
consisting of 2 additional cross braces on the ceiling panel, 
special suspension hooks, wire cables for suspension and 
a track substructure including small accessories.

Hose connection 12 x ½" female thread as coupler
Flexible connector, with oxygen barrier, with stainless steel 
braid, brass plug-in connector pressed on one side and ½" 
male thread, flat gasket. Plastic plug-in connectors are not 
permitted. Plug-in connector for copper pipe (12 mm).
The copper pipes used on both sides to connect the flexible 
connection pipes must meet the requirements of EN 1057.
Only copper pipes in the conditions R220 (soft) and R250 
(half hard) are permitted.

- Tight against diffusion according to DIN 4726
Maximum operating temperature:  80 °C
Maximum operating pressure:  6 bar

Length: … mm (500 mm, 750 mm, …)
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Lay-in modules for T24 grid ceiling

All positions below cover the materials supplied for a T24 
ceiling construction.

Heating and cooling ceiling modules for a T24 grid ceiling

As flush lay-in metal cassettes for a visible T24 track 
supporting structure for heating and cooling, in a perforated / 
smooth version, for removing sensitive heat loads in 
an approximate ratio of 60% via radiation and 40% via 
convection.

A minimum suspension height of 350 mm (bottom edge of 
bare ceiling to upper edge of heating and cooling ceiling) 
is required. 
Components and additional loads must be suspended 
from the bare ceiling separately; alternatively, they can 
be attached by means of reinforcements on the back of 
the panels, additional profiles and additional suspending 
brackets on the substructure. The supplementary work must 
be carried out professionally.

Tolerances and quality requirements according to TAIM e.V.

Hydraulic pipework for the individual metal cassettes as 
per the room-specific calculations. The Tichelmann ring is 
installed on the room side by others on the building site. 
Hoses connected to the outlet connectors of the pipework 
on the room side by 12 mm outlets.

Zehnder Alumline active
Metal ceiling panels according to the TAIM e.V. quality 
standard.
Version: November 1998, material: galvanised sheet steel, 
minimum thickness 0.6 mm, lip on longitudinal side in line 
with static requirements. Surface similar to RAL … (9016), 
perforated, hole pattern RD - L30 (diameter 1.5 mm – open 
cross section 22% - 45°); surrounding non-perforated edge, 
approx. 10 mm wide.

A special heat-conducting acoustic fleece has been force-
fitted to the back, without pleats, to improve sound absorption. 
The supplier must present test results to prove that sound 
absorption is achieved in conjunction with the metal ceiling 
panels on offer. 
Sound absorption measured according to EN ISO 345.

Inserted thermal insulation as a heat and sound-absorbing 
insulating layer, based on mineral wool, flame-resistant, 
classified as Euroclass B1 and tested to DIN 13501-1. 
Placed over the entire copper pipe register.

Factory-integrated copper pipe register (12 mm) with large-area 
aluminium heat-conducting profiles in the shape of the module 
with flow and return connections. Only D-pipes (12 mm) made 
of copper may be used for air-conditioning and refrigeration 
technology according to EN 12735-2. The copper pipe registers 
are permanently glued into the linear panels, making direct 
contact with the acoustic fleece, at the factory using a special 
adhesive, thus ensuring optimum thermal transfer. The centre 
distance and the number of heat-conducting profiles must 
be selected so that the given technical specification can be 
achieved.

The cooling ceilings must be hydraulically connected so there 
is a maximum pressure loss of 25 kPa per control circuit.

In line with the pressure loss stated above, a corresponding 
number of radiant panel systems must be connected in series, 
then connected to the distribution pipe in parallel.

TECHNICAL SPECIFICATION

Tender specification
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Cooling technical specification:
For example:
Room temperature:  26 °C
Cooling water flow:   16 °C
Cooling water return:   19 °C
Cooling capacity under system design conditions:  
at least 80 W/m² based on EN 14240

Heating technical specification:
For example:
Room temperature:  20 °C
Hot water flow:  34 °C
Hot water return:   30 °C
Thermal output under system design conditions:  
at least 80 W/m² based on EN 14037-5
Degree of activation stands at ... %

All given performance values must be verified by an official 
test report from an independent institute.

Module size of the linear panel active: … mm x … mm 
Standard width 595 mm (600 mm) 
Standard width 620 mm (625 mm)
Material: galvanised sheet steel, similar to RAL … (9016), 
perforated or smooth

Maximum operating temperature:   83 °C
Maximum operating pressure:   6 bar
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Decorative radiators
Our individual decorative 
radiators for living and 
bathrooms not only make  
a home warmer but also  
more attractive. Created 
by renowned designers, 
they impress with excellent 
functionality.

Clean air solutions
Clean air solutions from 
Zehnder reduce the level 
of dust in the air, create a 
healthier working climate  
and reduce the amount of 
cleaning required.

The broad and clearly structured portfolio from the Zehnder Group is split into four product lines. Consequently, we can provide 
the right product, the perfect system and the matching service for all types of projects – from new builds to renovations, single- 
or multiple-family homes, as well as commercial projects. This variety ensures that our wealth of experience is continuously 
expanding, providing tangible added value to our customers on a daily basis.

Heating and cooling ceiling 
systems
Zehnder heating and cooling 
ceiling systems are convenient 
and energy nt for heating 
 and cooling. They are perfectly 
attuned to the relevant 
environment.

Comfortable indoor  
ventilation
Our comfortable indoor 
ventilation is ener nt 
and provides a healthy indoor 
climate. It promotes the well-
being of the occupants and 
increases the value of the 
property.

FOUR COMPLEMENTARY PRODUCT LINES

NUMBERS THAT SPEAK FOR THEMSELVES

BRANDS THAT OFFER VARIETY

The brand with the best indoor 
climate solutions.

122
YEARS OF INNOVATIVE TRADITION

1.800.000
TONNES OF CO2 SAVED SINCE 2005

REPRESENTED
IN OVER

70
AROUND

3.000
EMPLOYEES

MANUFACTURER OF THE 

1ST
STEEL RADIATOR IN THE 
WORLD

The Zehnder brand s excellent indoor 
climate solutions within the sectors of 
decorative radiators, clean air solutions, 
comfortable indoor ventilation and heating  
and cooling ceiling systems.

The Runtal brand develops and
manufactures exclusive radiators
combining innovative technologies 
with unique designs.
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Decorative radiators
Our individual decorative 
radiators for living and 
bathrooms not only make  
a home warmer but also  
more attractive. Created 
by renowned designers, 
they impress with excellent 
functionality.

Clean air solutions
Clean air solutions from 
Zehnder reduce the level 
of dust in the air, create a 
healthier working climate  
and reduce the amount of 
cleaning required.

The broad and clearly structured portfolio from the Zehnder Group is split into four product lines. Consequently, we can provide 
the right product, the perfect system and the matching service for all types of projects – from new builds to renovations, single- 
or multiple-family homes, as well as commercial projects. This variety ensures that our wealth of experience is continuously 
expanding, providing tangible added value to our customers on a daily basis.

Heating and cooling ceiling 
systems
Zehnder heating and cooling 
ceiling systems are convenient 
and energy nt for heating 
 and cooling. They are perfectly 
attuned to the relevant 
environment.

Comfortable indoor  
ventilation
Our comfortable indoor 
ventilation is ener nt 
and provides a healthy indoor 
climate. It promotes the well-
being of the occupants and 
increases the value of the 
property.

FOUR COMPLEMENTARY PRODUCT LINES

NUMBERS THAT SPEAK FOR THEMSELVES

BRANDS THAT OFFER VARIETY

The brand with the best indoor 
climate solutions.

122
YEARS OF INNOVATIVE TRADITION

1.800.000
TONNES OF CO2 SAVED SINCE 2005

REPRESENTED
IN OVER

70
AROUND

3.000
EMPLOYEES

MANUFACTURER OF THE 

1ST
STEEL RADIATOR IN THE 
WORLD

The Zehnder brand s excellent indoor 
climate solutions within the sectors of 
decorative radiators, clean air solutions, 
comfortable indoor ventilation and heating  
and cooling ceiling systems.

The Runtal brand develops and
manufactures exclusive radiators
combining innovative technologies 
with unique designs.
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LUFITAT CENTRAL VENTILATORS & AIR-FILTERING TRADING CO. LLC.

WWW.LUFITAT.COM    Info@lufitat.com  Dubai,UAE  +971 55 8 1122 70


